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WITH 1/8” HORIZONTAL GAPS WALL PLANKS

BETWEEN PLANKS

— — 612"
NOTE THAT WALL CAPS
ARE REQUIRED ON

e INTERNAL WALLS, BUT NOT
BRACE SHOWN IN THIS VIEW
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SEE DETAILS ON END POST
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6" X 6" X 1-1/2" RECESS CONCRETE SLAB
IN CONCRETE

A PLAN

NOT TO SCALE

THIS DRAWING IS ONLY TO BE USED WITH STANDARD
DRAWING NUMBER PA-003 WITH BINS INSIDE
ROOFED STACKING FACILITY.

ALL NOTES ON SHEET PA-003C APPLY.
CONSTRUCT BINS.
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4" X 6" BRACE POST

NOTE: EACH PLANK TO POST AND PLANK TO STIFFENER

CONNECTION ON DOUBLE WALL AND SIDE WALLS
SHALL BE MADE WITH AT LEAST TWO 16d NAILS.

4" CONCRETE WITH 6” X 6",
Wi.4 X W1.4 WIRE FABRIC

GEOTEXTILE

4" WASHED GRAVEL OR SAND

2° X 6" OR 2" X 8 (NOT T & G), WITH 1/8"

HORIZONTAL GAPS BETWEEN PLANKS FOR EXPANSION 2" X 6-1/2" WALL CAP WITH
TWO 12d NAILS PER FOOT
2" X 4" STIFFENER \/
\ \

POSITIVE DRAINAGE AWAY FROM BUILDING

=

=

REMOVABLE
\ BRACING POST

j=———2" X 6" NAILER
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—
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f
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f
f

4. \ ——9" §4 REBAR
/.| CONCRETE
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; 1
LA ry
I

END POST & BRACE POST DETAIL
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™ -

N " CONCRETE WITH 6" X 6",

4 C
W1.4 X Wi.4 WRE FABRIC

4" WASHED GRAVEL

OR SAND GEOTEXTILE

LI
6" X 12" X 127

CONCRETE FOOTER

V 9" #4 REBAR |/,_{_|_y_

[

|

_

|
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6" X 6"
END POST

|/ ’I’/:\i\/

16d GALVANIZED
NAIL 3" C.C.

4" X 6" POST
g - 0" CC.

N

LR

_—

2 — 16d GALVANIZED
NAILS FOR EACH PLANK

CLEATS —
SPACED 1-3/4" A
APART | |A

AN

2 X 6"
M PLANKING

N

N
\

2" X6
PLANKING

(1/4" SHORTER THAN OPENING, NOT T & G)

STOP PLANK DETAIL

NOT TO SCALE

6" X 6
END POST

NEES

6" X 6" X 1-1/2°
RECESS

4 X 4 POST
TN\

\\\ 4" CONCRETE SLAB

WRE FABRIC
™~
£ X4 X7
HAND METAL POST
TAMPED SLEEVE
BACKFILL
- R CONCRETE FOOTER
%o 4 I I P
EZA
12"

REMOVABLE BRACING POST DETAIL

NOT TO SCALE

NOTE: SUPPLY 2" X 6" X 5-1/2" BLOCK
FOR RECESS AT EACH REMOVABLE
BRACING POST.
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